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ceiling height approx 3.3m

Traverse layout

(by arrangement)

65 or 72 seats approx

Studio format
(end-on layout)

(by arrangement)

34, 41, 49, 57 or 65

seats approx

(depending on stage
depth and number of

rows of seats)
Cabaret options
available

end-on stage area approx 4.5m W with choices of depth of: 5.4m (approx 34 seats, 5 rows, 3 on floor) / 4.55m (approx 41 seats,

6 rows, 4 on floor) / 3.7m (approx 49 seats, 7 rows, 5 on floor) / 2.85m (57 seats, 8 rows, 6 on floor) / 2m (65 seats, 9 rows, 7 on floor)

higher capacity layouts have restricted sightline to floor

lighting
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theatre layout options

Birdie MR16 12V 38° or similar
@] LED Par or wash light RGB or RGB+  *

Profile (MR16 12V or 300/500/575W)
Par 56 500W MFL or equivalent

101- Dby arrangement, these channels can
102 |)e made available for repatching
re-focusable and re-gellable lantern

fire exit \ 3udience . .
O entrance In_the_round |ayOUt (Opthnal)
storage | f- - ____ I . I /
HL1 . —
o \
L L HL]
L. Y’ 1O
— g
( Q
i i [l &
! D
.‘HU
v O
{ HL2 A
storage/ |
‘ n-the-round layout
backst —
chcsegsge \-\ (by arrangement)
— L) wing | 79 seats approx
in-the-round stage area approx\g
ceiling height approx 3.3m 4.5mW x3.4mD
fire exit '\ 5udience .
O entrance cabaret layout (optional)
storage N bar /
HL1 " |—]
o M
o Hu i Th
o . . O 5! O
r UA | §
4 i ] i &
D
L THL]
Q N @)
HL2
backstage — e T———— —_— (by arrangement)
access ‘ 72 seats apﬁ)rox
I E— —— Bar optiona
stage area approx —
ceiling height approx 3.3m 47mWx 1.8mD
P
I I "Q‘”@"”"ﬁ"‘y"[ﬂ."@"’ D“”é}”"&"”"“” o
> >< X Vo
e B Yaleealarlca =Y iEN= cection
| o ‘ = bl Y A | o | | | | | ) ] : showing thrust
o J—‘ Iayout
== escape route sign (maintained)
= taped in bulkhead downlighter (maintained)
[—| black box aisle downlighter (maintained)
— bulkhead (maintained)
E=3 bulkhead (non-maintained)
O o oo houselight

D rostra at 200mm

Other variations on the layout shown may be possible —
All variations must be agreed with the licensing authority before use

D rostra at 400mm Higher capacity layouts have restricted sightline to floor

. rostra at 600mm

= black drape

openable black drape
scaffolding upright

scaffolding at grid height
scaffolding waist and knee rails

This plan is indicative and subject to change
All critical details should be verified in situ

For further information please contact C venues on
+44 (0)131 581 5520 or email production@cvenues.com
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